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STEP FOR ADJUSTING COLOR TEMPERATURE AND POWER

1. Place the fitting face up. 2. Use a screwdriver to remove the
screws from the switch box cover and
remove the switch box cover.

3. According to the requirement of the
color temperature and power switch to
the designated location.

Photosensitive position 
(Transparent plug)

CEILING INSTALLATION
2. Secure the mounting plate to the embedded junction
box using screws.

1. Loosen the screw to remove the mounting plate from
the lamp.

Mounting Plate

3. Hang the lamp on the ring and connect it using the terminal caps.
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This connection can be omitted if with 
a non-dim driver 
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CEILING INSTALLATION
4. Attach the lamp to the mounting plate. 5. Secure the screw to complete the installation.

Screw

POLE-PENDANT INSTALLATION 

2. Rotate the sleeve to secure it with the lamp.
Installation is complete.

MICROWAVE MOTION SENSOR

PCB Board

LED Driver

1. Connect the wires using terminal caps as shown in the 
picture.

https://paraflex.com/
https://www.linkedin.com/company/2896672
http://www.facebook.com/ParaflexIndustries
https://twitter.com/ParaflexInd
http://www.instagram.com/paraflex_industries/
mailto:info@paraflex.com
https://paraflex.com/
https://www.google.com/maps/place/3+Luger+Rd+%231,+Denville,+NJ+07834/@40.8830225,-74.4732808,17z/data=!3m1!4b1!4m6!3m5!1s0x89c309bf50526aef:0x216def773dff380!8m2!3d40.8830225!4d-74.4707059!16s%2Fg%2F11nssf8hkj?entry=ttu
https://paraflex.com/


PFX-3612-T
LED GARAGE CANOPY – GC02 Series

info@paraflex.com

paraflex.com3 Luger Rd. #1 - Denville, NJ 07834

973-340-6040

REV DATE 5.17.24

Disclaimer: 
Due to the rapid pace of technology change in the Lighting industry, the Information and Data presented in this spec sheet is for reference purposes only, please confirm with PARAFLEX at the time of 
finalizing the order or design. PARAFLEX does not warrant or represent that the information is free from errors or omission. The information may change without notice and PARAFLEX is not in any way liable 
for the accuracy of any information printed and stored or in any way interpreted or used.

CAUTIONS

• Electrical work should only be carried out by qualified personnel.
• Ensure all wiring is performed with the power to the lighting fixture turned off.
• Do not disassemble or modify the LED Canopy Light.
• Avoid dropping the LED Canopy Light; take precautions to prevent any strong impacts.
• Keep this product manual in a safe place for future reference.
• The manufacturer and/or seller are not responsible for any damage caused by improper installation by the user(s).
• Ensure the fixture is properly grounded.
• Avoid handling lamps immediately after turning them off, as they may still be hot.
• Do not use the LED Canopy Light near heating appliances or elements.

APPLICATION

Application: parking garages, stairwells, passageways, underpasses, and 
a wide range of other commercial or industrial applications.
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