MODERN SERIES PARAFL=X

Fast Flexible Focused Lighting

6" BOLLARDS

LED BOLLARD LIGHT NOTES
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~ (GID ’ REV: 12 2020

WARRANTY

DIE-CASTED ALUMINUM HOUSING

A - Made corrosion and shock resistant. Top cover design is self-

r— — _ oriented for easy installation and maintenance. Can replace up to
70W pulse-start Metal Halide lamp.
FEATURES
50/60Hz driver. Lens angles: 120°/150°. Anchor bolts with hardware
and template supplied as standard.
120-277V STANDARD
PRODUCT APPLICATIONS
Walkways Business Districts
Playgrounds Parks & Recreational Fields
Residential Areas Commercial Areas

BL600 BL601 BL610 BL611

When Specifying Options, Please Check with Factory for Availability and Lead-Time.

Sample Part # BL600 - 25W - 30K - 120 - BZ

ORDERING GUIDE

MODEL WATTAGE COLOR TEMPERATURE (CCT) DISTRIBUTION HOUSING COLOR
BL600 25W 25 WATTS 30K 3000k WARM WHITE 120 120° BZ BRONZE (RAL8019)
BL610 40K 4000K NEUTRAL WHITE BL BLACK (RAL7016)

50K 5000k COOL WHITE

BZ BRONZE (RAL8019)

BL601 25W 25 WATTS 30K 3000k WARM WHITE 150 150°
BL BLACK (RAL7016)

BL611 35W 35 WATTS 40K 4000K NEUTRAL WHITE
50K 5000k COOL WHITE

PRODUCT SPECIFICATIONS

6-1/2" ©6-1/2" P6-1/2" 6-1/2"
f—m] =i |=—=]| |
(®165mm) (®165mm) (®165mm) (®165mm)
% @ B — — @_
_ _ £ £
€ e g 5]
< S © ©
5 : 2 2
< g % (CVID,
®4-1/8" (®105mm) ®4-1/8" (®105mm) ®4-1/8"(®105mm) ®4-1/8"(d105mm)
— f— — —
AN 3-01/2" (3-012mm) LN 3-01/2" (3-012mm) PN 3-01/2'(3- ¢12mm LN 3-91/2'(3- ©12mm)
e A e Ly reestm e A
\& 1', /, \S, 7‘, /, \& 1\7 % \& 1', /,
BL600 BL601 BL610 BL611
A 3 Luger Rd. #1 - Denville, NJ 07834 E info@paraflex.com W www.paraflex.com P 973-340-6040

=-Fasf Flexible Focused Lighting
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LED BOLLARD LIGHT
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Fast Flexible Focused Lighting

PRODUCT SPECIFICATIONS (CONT.)

ANCHOR BOLTS

spring washer ®10(0.39") 3PCS

nuts 3/8"-16 6PCS

flat washer ®10(0.39") 3PCS
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ITEM SPECIFICATION BL600 BL601 BL610 BL611
Distribution 120° 150° 120° 150°
Input Power (W) 25W 25W 35W 25W 25W 35W
Lumens Delivered (Im) at 5000k 1750 2500 3500 1750 2500 3500
PERFORMANCE CRI =70
Lumen Maintenance (L70, TM-21 @ 250C) L90 = 36,000 hours L70 = 50,000 hours
Color Temperature 3000K / 4000K / 5000K
Color Consistency Proprietary binning for uniform color
Input Voltage 120-277V
ELECTRICAL
Power Factor (120V / 277V) 20.95
Weight (Ibs) 14.3 17.6
Housing Extruded Aluminum
Lens Acrylic
PHYSICAL Reflector Aluminum
Mounting Ground Installation
Operating Temperature -4°F to 113°F
Humidity 20-85% RH, non-condensing
Certification cETlus, LM79, LM80
CERTIFICATION
Warranty 5Years
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PRODUCT SPECIFICATIONS (CONT.)
ISO PLOTS
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BL600 & BL610, 120° DISTRIBUTION

BL601 & BL611, 150° DISTRIBUTION
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